2.Functions
I N T RO D U C TIO N Monitor: Can change to monitor door 1/door 2.
DC:17V Power supply DC:17V P | DC:17V P | _ X L . . . . -
DC:17V Power supply DC:17V Power supply : ower supply : ower supply Motion detection: To activate motlo_n detectlon.funchon under monitoring mode of door1/2. DOOR TION
SAFETY |NSTRUCT|0N TEM GENER VIEW INDOOR MONITOR ° ® ° o : . Call transfer: Call transfer to other indoor monitor
s o R 1.Appearance(appearance, color and main interface, dimension: 226x156x24mm). . L . . .
= = Audio message function: Leave audio message from indoor monitor, up to 18s
) ) . o ) ) ) First indoor monitor The fourth indoor monitor = ﬁ H ﬁ = Time setting: enter into time setting interface to set date or time, press return button to
1. Install the equipment in such way that the main supply plug or ) First indoor monitor The fourth indaor monitor - — = =e save and exit.
oneralion and Installa‘lion G“ide the connector of the equipment can be easily reached. DC:17V Power supply RW2+0.7 = :|RW2 0.75 Rvv2*0.75 ! : A2-R0703TJ A2-R0703TJ-M A2-R0O705TP-V - U U = dicator light System setting: select language / ringtones / picture position / message position; format VIDEO DOORPHONE
vv2*0. : e | 3 | N (R = = ® Indicator i .
. . iﬂ] __________ = = 1 SD card; touch correction.
2. Ii?o not place the equipment where water can drip or splashonto A 00 T | |z « h - - — — = ﬂ % = z Video adjustment setting: enter video adjustment setting interface to adjust contrast, H A2-D0107TM-2 A2-D0107TM-3 A2-D0109TM
- . . T o . _ _ el ' e ° ° OR & i
A2-RO705TP-V A2-RO705TP-V A2-R0705TP—V NO Icon Description NO Icon Description ° ° S 1 brightness and chroma.
3.Do not place sources of heat, such as ovens, furnaces, or burning = A2-R0O705TP-V A2-RO705TP-V : . Check records: enter into records interface, to check / delete pictures, videos, messages
U S E R M A N U A L candles, etc., and sources of magnetic fields, such as TVs, —Rw270.75 : A2-RO705TP-V @ Power Indicator Light i Talk Volume (L) é (C‘B é) (l) or copy pictures and messages.
microwaves, etc.. _ A2-RO705TP-V A2-R0705TP-V @| & Talk @ © Chroma/Contrast ¢ A e & ; 3. Technical parameters I NO. NAME DESCRIPTION
S . . . S A2-RO705TP-V A2-R0O705TP-V Rvv2*0.75 : — - 5 i I I I Item No.: A2-R0705TP-V
4.Do not block the ventilation slots of the equipment. Wheninstalling A2R0705TP-V —— RVY2%0.75 ) ... t @ | e | Unlock O Brightness — ) \ Microphona T — S26x156x2dmm () | LED Assistant | Provide lighting during night time for better visiblity
FOR 2-WIRE VILLA SYSTEM the equipment, leave some free space around it to provide Rvv2*0.75 : ; — — ] @ | A | Monitor @ Speaker =TT 7 Calltransfer | - Unlock Working current: =500mA/DC17V
— - — - ] - . — ) .
adequate ventilation. A2-RO705TPY —::: —— — - — ® - No function Dimension: 241X161X1 8(mm) DM Monitor Talk Standby current: éf:(zOmA/DCWV @ Camera Capture the image to sent to the monitor
A B _ _ R " Voltage: DC17V
5.Do not clean the equipment with spray cleaners or solvents R S NN DC:17V Power su First indoor monitor The fourth indoor monitor - = - 0 0
: ) . - — = - = : pply ® Microphone (== Temperature: —10°C~+50°C L )
A2.ROT03T A2-RO703TJ-M A2-RO7OSTP.V Unplug the power Supply before cleanlng. RW2*0.75 - ; First indoor monitor The fourth indoor monitor DC:17V Power supply DC:17V Power supply @ p Ringtone i —%'7 1 External storage: SD card, 4G - 32G @ Speaker Sound from the monitor is delivered
A2-D0107TM-2  A2-DO107TM-3  A2-D0109TM - DC:17V Power supply DEATV Power supply A2-RO705TP-V .. . Ringvolume | SDslot e ;O:Eis;g;eZSO RGB @ | calling Button | Call the indoor phone to communicate
- .- /
A cAauTiION A . = A2-RO705TP-V A2-R0705TP-V ! ! Talk volume
Rvv2*0.75 1= : = ! Indoor monitor | 1. Power indicator light MAIN INTERFACE ® Mi h Delivers and sound voice when communcation with
- . - . I . Power indi i icrophone
Rvv2*0.75 : ; Specmcatlon ! Power I 2. Micro the ind h
. X . X . - - — o | . . phone € Indoor phone
Do not disassemble the equipment freely. Mishandling, DC:17V Power supply Outdoor station S = = Votage DC 17V i Ring aiapter P2 1 3. Talk button (when visitors call from outdoor station, press talk button on indoor
. e . > I — ; ; : ; !
alternations or modifications not approved by the professional o . A2-D0107TM-2 0. - — i output ! monitor to start conversation. End conversation after press talk button again. Or ) ~ Picture @ Screw Hole Install the screws
technician will void the warrant utdoor station — ; : - Resolution 480 x 234 pixel | @ m ‘ end conversation automatically after 120s.) Video recording | Message
Y. A2-D0107TM-2 Outdoor station DC:17V Power supply Firstindoor monitor The fourth indoor monitor ! Jil=l o2 P1LT T | 4. Unlock button (call from outdoor station / monitoring from indoor monitor /
INDEX A2-D0107TM-3 Outdoor station Stand by =60mA | . gu'rvilng lc;onz/tersatiqP, pretsc;s unlotckt'button to relea)se the door lock.) @ Nameplate Show residential name
DC:17V Power suppl : _ ! Ind. it . Monitor (to monitor outdoor station or cameras =
A2-D0107TM-3 pply DC:17V Power supply Working current =400mA ! neoor monitor | 6. Call transfer (call transfer to other indoor monitor) By K o) Unread messages ) .
1. SAFETY INSTRUGTION ..o 1 GENERAL FEATURES |——1= . - ! Power - ' 7. Ring volume button Unread pictures Connection Wiring| Connection with the monitor
Image display TTFT ! Ring ~ adapter PZU | 8. Talk volume button (N '33 Unread video
2. GENERAL FEATURES...........covmieiniiiisiccce 1 7= = Mode Dual Transmission ! output + — | 9. SD card slot 1z 2015/86/23 Monday
3. SYSTEM GENERAL VIEW.......cccoiiiiiiiiiiiiiicccce, 2 . . 1 ! @ ‘ .. .
4 INDOOR MONITOR s This Video Door Phone System offers you complete control over —o —oe —e = Talking time 120 S ! J1 J2 P1 -ﬂ’ 3 Wiring terminals Js P2 boor2
. et . . . L . _ = o
the access of visitors to your house, in addition, it allows you to ° ® = ———FT . ! N | Shortcircuit
. : —0 —c0e ® Temperature -10 ~+60°C ! Qutdoor station | (Outdoor station ringing)
5. OUTDOOR STATION s .5 . . . —D0e ‘ T
identify the person who calls and provides convenient operation to o o —e . ! - -
6. WIRING DIAGRAM 7 ) . . T :@ ,,,,,,,,,,,,,,,,,,,,,,,,,,, / I Monitor Call Message Records Setting
: ’ e active the communicate. Electric lock ° ° ® oo
7L INSTALLATION ...oooorcveerceeessseesneeens 8 Electric lock T, p;rl—— P4 Door 1
8. OPERATION .......ccceeue. s 10 Power supply Electric lock Power——ﬂ;rl Notice: the unread messages / pictures / videos will be added after new message /
Power supply . picture / video taking. The quantities will be reduced accordingly after delete them
Electric lock
Power supply ectricloc IHI IHI—— P3 Indoor monitor 2 in the records interface.
Power supply P1 Indoor‘monitor1

SpeCiﬁcation MONITOR 7.V!de0 re.cording notice . . . m Notice: If storage be set to SD card, it will appear “please insert SD card”
W A2-DO107TM-3........... 250X120X50(mm 8. Video display area (to activate motion detection after touch anywhere of T . Chroma setting
Power DC17Vv ( ! WIRING DIAGRAM WIRING DIAGRAM OPERATION video display area. Record video automatically when something moves, and when to visit pictures / video / messages.
(€]

® B Basic Function the indicator will be flashing when recording. Press anywhere to exit motion = £ [
Electric current Working=<200mA 1 e e — detection.)Notice: select door1/ door2 / to activate motion detection (@) Up
~= . Th 1 N =
— - —D | A2-D0107TM-2  A2-D0107TM-3  A2-R0703TJ A2-R0703TJ-M A2-D0109TM  A2-R0703TJ A2-R0703TJ-M NO CALL. Indoor Monitor On Stand-by thecall [ Indicate outdoor station - v o function. Only can activate motion detection under current channel. udio
Camera lens 1/4"72°/110 If the monitor does not receive a call, the functions of UNLOCK and TALK button on @ [ Indicate monitoring or conversation remaining time © Down
- I with the outdoor station are disabled. Itis possible to monitor the street by outdoor M : SETTING . ® Add
Resolut &<l . ; — I
esolution 700TVL o [ pushing MONITOR (%) button. 1 ®o0s o -
. n educe
Illumination 0.05LUX - chimes W © Select outdoor station VISITO LL —
- - (:) Unlock
Talklng duration 120s (:) I @ Indoor monitor Ring :g::‘;' PZE] Ring :3::;;{ PZE] Ring :’g:;;’ PZE] Ring :é):(:‘;f PQE] RECEIVING A CALL. Indoor Monitor Activated [ The visitor image appears on the monitor } E Tnl:c —Indicate outdoor station - i =5 i
Working Temperature -20~+55° = e orstton ouout 7 oot 7 ouput - ¥ output 7 1. The ring-tone from the indoor monitor will be heard when a call is received from e . o ) A T T i
- 9 P 20-+55°C — C} [ﬂ O ﬂ 3 @t ot s s alfl il 1] all pil1 1] e iyt ultl JZ@ eilr 1] the outgoor station. Following the screen will switch on and show the image of v ® Shoot flndlcate Monitoring or canversation remaining time © meseting
IP rating 55 — > the person who has called. 9 vi ' ER ©00s e > Y Chroma setting Can click the three progress bar icon to adjust directly
— L _ ~ Indoor monitor Indoor monitor Indoor monitor Indoor monitor % If ther butt dth it ill shut off after 60 d ~ ideo recording el  bar
—0® 5] @rouune Power | Power | Power | Power | | no other buttons are pressed the monitor will shut off atter 6U seconds. ) 203 Call transfer Press & button to record audio message, up to 18s. Press & again to stop. 03 System settin Notice: Default outdoor station is door1.
@ [0} = — S w—— v Ring agramer P2 Ring adapter p, Ring adapter py Ring adapter  py 2.When the TALK @ button is pressed, communication is established with | Back G Y ing
output = ouput + — output + — ouput + = the person who i5 calling. i Unlock
m A2-D0109TM aldl 2 P‘[jr] all P1 { all pilr 1] ul] Jzﬁ] pil1t * The conversation time is limited to be 120 seconds. The conversation will end and v Video dis;‘)lay area Ve RECORDS System seting
I I the system is back to standby when the TALK button is pressed once, or when the Door1/door2 2 7 Talk e 19
pR— Power supply conversation time runs out i i = ]
for logk 3 f\ (1 Dialogue begins I Shoot
° —— m A2-D0107TM-2........... 250X120X50(mm) - Press UNLOCK button {e=) , and allow the person access to the house. w]— Video recording notice & Video recording [res)oo © Up
Indoor monitor v @ Photo Language:. English  +- © Down
) = ——————— Power ] @I@ r =) Back Eg:lr:;)tt._md. 1 o i
o~ i — Ring  adapter ‘ Door lock i Time settin :
= i (B—Hm L R, e e 0@ : — SEVERAL MONITORS IN YOUR HOUSE o Dislogue duration (o] video - AUG. £5:0 o Reduce
on _
i i ( . . _— . i 120 0z P& [rmslon TP_CAB:
— i] [ﬂ G—W ol Pl D2B|@ If there are 2 indoor monitors, they will ring together when calling from the outdoor. @ ':;égé%s atatime ALL EXTENSION D Message 0 =
= . Indoor monitor @@] A1 A2 A3 A4 volime But the indoor monitor from which answers first will establish the conversation with © Move to right -
— A1: Indoor monitor L.
® ) o | — fng saamer o [11] Dlel® pol i A— the visitor. rocneck ¥ © Move o eft
output  + = . ‘ Ad: Electric lock of outdoor station On oo - A @ Add number
— [ . l l PM__ﬁ Outdoor 2015-01-27  13:53:39
© 8 Y © indoor monitor il Outdoor ; Door released, but 4 ©) Reduce number
= indoor monitor — " Station O ¢ v ion i :
i} []] ﬂ] o et routdor saton Station Power supply ADJUSTMENT OPTIONS visitor image and 1. Select outdoor station (press this button to select door1 / d Call Operation instructions
- O 3 @Electric lock of outdoor station orlo 1.Adjusting The Volume the converstation door2) [eeelon: Select(® Mto select items, press® O to add / reduce
— — P Turn the VOLUME CONTROL knob o) to regulate the volume which will be emans. 2. Unlock button (release the door lock) 6 1 20150126 142710 - =) Language: English or Chinese
= ® ’ ) 7@ |y || | "@vorme heard by the person at the indoor monitor. v 3. Talk button (default is outdoor station 1, press this button to call door1; 8 1 20150126-142701 @ Replay E'"Qtotf‘imffthfeetrt':gt;ges f(;f option
= S " . . P - ormat: to rorma e car
Poortock 2 Adiusting The Chroma/Contrast AND Brightness Of The Image Select door2, press this button to call outdoor station 2. When visitors call Z AN © Up Picture position: pictures can be stored in SD card or internal flash memory
A1 A2 A3 A4 "m?me -Ad] g thet ! 9 X g . @ from outdoor station, press this button to start conversation, press again to 8 120150126-142747 (©) Down I o PP .
AT: Indoor menior The characteristics of brightness and contrast of the image can be adjusted Press the TALKING button | P | Ends the call end conversation. Or end conversation after 120s automatically) - 8 120150126-142749 - 0"indicate internal flash memory, *1" indicate SD card. After set the SD card
AZ ndoormonior from the monitor. 4. Shoot (press once to take a picture) Download for picture storage, no picture will be stored if do notinsert SD card.
Ad: Electric lock of outdoor station To do so, simply adjust the controls x and €) of the monitor. 5' Video recordin ) ) ) Delete Message position: message can be stored in SD card or internal flash memory.
e — . g (start or stop video recording by press this button) R ) ama
6. Back . Back 0” indicate internal flash memory, “1” indicate SD card. After set the SD card
: When the system be connected 2-4 pcs indoor monitors, press this button £% ac for message storage, no message will be stored if do notinsert SD card.
to transfer call to other indoor monitors. Press ¢ again to transfer call again. Touch correction: Touch correction to the indoor monitor
LLATION B A2-D0107TM-3 INSTALLATION DIAGRAM SKETCH
B A2-R0705TP-V INSTALLATION DIAGRAM SKETCH
. @ 0
INSTRUCTION: N O/ Sorews
~
(1), Cable Requirement: @ non-stp core cable 5 ~ @
@ wire = 0.5mm from outdoor station to the farthest monitor < 70m = T -
(2). The system can support up to 4 indoor monitors and 2 outdoor stations. ~ —
(3)y Each video door phone should be with a power supply of 17 V, 400mA. ~ —
==
B 7
-
S ¢
~| B ¢
B Indoor monitor installation diagram . 0 )
B A2-R0703TJ INSTALLATION DIAGRAM SKETCH
B A2-D0109TM INSTALLATION DIAGRAM SKETCH B A2-D0107TM-2 INSTALLATION DIAGRAM SKETCH
'§ /
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